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UNIVERSAL CHEMICAL HOSES POLYPAL 
PLUS, POLYPAL CR
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Hose 
Size

≈ kg / m in. mm  mm bar bar bar mm ≈ m Form T

0,4 1⁄2" 13 23

16 25 0,9

80

40 SD

POLYPAL PLUS 13

Universal chemical hose POLYPAL PLUS with seamless, black, 
conductive UPE lining. For almost all liquid and pasty chemical 
and petroleum based products and solvents, see resistance 
chart PAL hoses. 
Temperature range - 30° C up to + 100° C, depending on medium. 
Steaming out for cleaning and sterilisation permissible up to 
130° C, max. 30 minutes ( open ends ). Meets EN 12115.

Lining :   UPE black, smooth, electrically conductive
Reinforcements :   Textile braids, with galvanised steel helix
Cover :   EPDM, UV-resistant, electrically conductive

0,6 3⁄4" 19 31 125 POLYPAL PLUS 19

0,8 1" 25 37 150 POLYPAL PLUS 25

1,0 1¼" 32 44 175 POLYPAL PLUS 32

1,2 1½" 38 51 225 POLYPAL PLUS 38

1,8 2" 50 66 275 POLYPAL PLUS 50

2,3 2½" 63 79 300 POLYPAL PLUS 63

2,6 3" 75 91 350 POLYPAL PLUS 75

4,2 4" 100 116 500 POLYPAL PLUS 100

: 

ELAFLEX POLYPAL PLUS 50 · EN 12115 · UPE · SD · Ω/T · PN 16 ·  · CONTITECH · MADE IN GERMANY · 2Q-15

Application : Suction / discharge hose for containers, tank trucks, road tankers and use in 
fixed installations. The steel helix ensures that the hose maintains its shape during suction 
and gravity operations.

Marking : Blue-white-blue coloured spiral and abrasion resistant continuous embossing.

1,8 2" 50 66

16 25 0,9

200

40 SD

( POLYPAL CR 50 )

Universal chemical hose POLYPAL CR: Special type with 
petroleum resistant cover of Chloroprene (CR).

2,6 3" 75 91 300 POLYPAL CR 75

4,2 4" 100 116 400 ( POLYPAL CR 100 ) 

 

ELAFLEX POLYPAL CR 75 · EN 12115 · UPE · SD · Ω/T · PN 16 · · CONTITECH · MADE IN GERMANY · 2Q-15

Application: Special Version of type POLYPAL PLUS for refineries, petrochemical industry 
and terminals for the loading of road tankers. Due to the Chloroprene cover, POLYPAL CR 
is also petroleum resistant from the outside.

Marking : Blue-white-blue coloured spiral and abrasion resistant continuous embossing.

Technical properties of the UPE lining : The smooth 
UPE lining allows good drainage and easy cleaning when changing medium.

Electrical conductivity : Ω/T-type to EN 12115. Electrical resistance of < 106 OHM between  
hose ends, < 109 OHM from lining to cover, through the hose wall. Suitable for use in EX-Zones 0, 1 and 2. 

Easy assembling : Ω/T-hoses have the added advantage that metallic conductive elements do not have to be connected to the hose fittings. 

ELAFLEX POLYPAL PLUS 50  ∙  EN 12115  ∙  UPE  ∙ SD  ∙ Ω/T  ∙  PN 16   ∙ ∙  CONTITECH ∙ MADE IN GERMANY  ∙  2Q-15

ELAFLEX POLYPAL PLUS 50  ∙  EN 12115  ∙  UPE  ∙ SD  ∙ Ω/T  ∙  PN 16   ∙ ∙  CONTITECH ∙ MADE IN GERMANY  ∙  2Q-15

POLYPAL PLUS 50
POLYPAL PLUS 50

T  
POLYPAL® PLUS

Ω/T

POLYPAL CPOLYPAL C

Form SD 
 ∙ with helix

Type 
POLYPAL® CR

Ω/T

Form SD 
 ∙ with helix
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PAL 02

 MC ... SS
 MX ... SS

 VC ... SS
 VX ... SS

 FFC ... SS
 FFX ... SS

 DDC-M Form A
 DDC-M Form B
 DDC-M Form C

 · Hose Fittings

 RMC ... SS
 RMX ... SS

 RVC ... SS
 RVX ... SS

 AMKC ... SS
 AMKX ... SS

 AVKC ... SS
 AVKX ... SS

 STKC ... SS
 STKX ... SS

 GSKC ... SS
 GSKX ... SS

 MKC ... SS
 MKX ... SS

 VKC ... SS
 VKX ... SS

 SFC ... SS/SS
 SFX ... SS/SS

SPANNLOC

SPANNFIX

Hose couplings with Spannloc or Spannfix clamps : see ELAFLEX 
catalogue, sections 2 and 3.


